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BBHH  SILICONE FACADE PAINT  

colored silicone paint for facades and interiors, 
highly water repellent and stopping capillary moisture, 

with high steam permeability and low tendency to pollution 

 

Scope of use 

BH SILICONE FACADE PAINT is ready-to-use colored decorative and protective paint based on silicone 
resins. It is applicable for all types of bases, paints and plasters (old and new) made from artificial resins 
and polymers and others. It is extremely suitable for reinforcement of old buildings in the process of 
renovation of the finishing coats. It is recommended as a protective covering when having oblique rain in 
the baseboard area. 

The paint covering has high resistance to environmental influences, UV rays, temperature changes, 
industrial gases and others. It distinguishes with extreme elasticity, very high steam permeability and allows 
for the so-called “breathing” of the facade. It possesses very good water repellent properties and is 
extremely resistant to biological hazards, mold, mildew and others, which makes it very appropriate for 
application on North side or shady facades, so as in areas with high air humidity and in areas with sea salt 
penetrated air. It is resistant to aging and pollution and easily creates a long lasting covering, which is 
resistant to acid rains and filthy air sediments that do not go into chemical reaction with it. It is suitable as a 
finishing coat of facades of buildings that are situated in close proximity to busy city streets, intersections 
and others. It ensures great stability of the color and easy maintenance of the facade cleanliness. 

The color design system ENERGY IN COLORS allows for a choice of more than 1960 colors. 

BH SILICONE FACADE PAINT is used as a finishing coat within the integrated thermoinsulation systems 
and is suitable both for newly erected buildings and old buildings – during the renovation process or the 
process of improving their thermo-insulation or facade. 

 

 

 

 
Composition 

 
Homogenous silicone-modified, styrene-acrylic water dispersion, fillers, coloring agents, organic and non-

organic additives. 

 

 

  
 
  
:  

Properties  

offered in more than 1100 colors resistant to pollution and UV rays 

excellent color durability self-cleaning effect 

protection against, mold, mildew and bacteria 

highly water vapour permeable (breathing) and 
water repellent 

high elasticity and covering high resistance to weather conditions 
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Packaging and Indicative consumption 

Package:       

Plastic bucket of 2,8 l; 8,5 l and 11,8 l.   

Indicative consumption: 

150 – 300 ml/m2 for a single layer application  

The indicative consumption varies depending on: 

The type of the surface (smooth, rough, primed, not primed, drywall, gypsum plaster, cement-based 

plaster, mortar, concrete)  

The instruments for application (brush, roller, spray gun) 

Way of application (wet on wet, with  or  overlapping) 

Temperature and moisture of the air 

 

 

Expiration date and Storage 

 

Store and transport in tightly sealed original packaging in dry and cool place (best on pallets). Keep away 

from moisture! Do not store at temperatures below 5 °C! 
 
Keep from freezing!  
 
The product is good for use 18 months after production date of an unopened original packaging. 
 

 

Instructions for use 

Base Preparation 
 
BH SILICONE FACADE PAINT may be used on all types bases that are strong and do not contain 
separating substances (grease, bitumen, dust). The base should be clean, dry and stable, without crack 
and previously leveled. All flimsy areas and layers with weak mechanic stability should be removed from 
the base. The surface should be cleaned and made dust-free. Chalky or crumbly surfaces should be 
strengthened after cleaning with CONTACT AND BOINDING PRIMER, and the highly absorbent surfaces 
with PRIMER FOR POROUS BASES. In order to attain better and faster color covering and decrease the 
paint consumption, the base may be primed with BH COLOUR PRIMER. 
 
Mixture preparation 
 
BH SILIKONE FACADE PAINT is ready for use. Stir well with an electric mixer at slow speed until reaching 
a creamy consistency! If possible, prepare enough quantity for the whole facade. 

Do not dilute with water! Do not mix with other products! 
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Application 
 
Depending on the environmental conditions, but not in less than 12 hours after priming, one or two layers 
of BH SILICONE FACADE PAINT should be applied. When applying twice, one must ensure time for drying 
between painting the first and the second layer between 8 and 24 hours. The paint should be applied venly 
and without interruptions with a brush or a machine. 
 

Attention! 

Painting should be executed at dry weather at temperature of the base and environment from +5ºC 
to +30ºC and air humidity below 65%. 

The time period for complete drying of the paint depends on the weather conditions (air 
temperature and humidity) but is not less than 4 hours. 

The already applied paint should be kept from direct sunlight, rain or strong wind (for example with 
a facade net)! 

High air humidity and low temperature may significantly extend the time for drying and change 
unevenly color. 

Color uniformity may be attained only within the range of a single production lot. 

Development of the color tint depends on the base, temperature of the air and air humidity. 

When applying over integrated thermal insulation systems, the value of the relative reflection 
coefficient of color should not be lower than 25!  

Anti-mold additive in the paint protects or slows down the mildew and mold activity, but cannot 
guarantee long lasting effect against their development! 

 

 

Hazard description: 
 
Does not contain dangerous chemical 

substances! 
 
Hazard symbol: 
 
Not subject of the identification regulations. 
 

 

Maximum content of VOC for the product (category A/b) is 40 g/l. 

 
 

 

The information contained in the current document is based on our knowledge and recent technical achievements and experience that we have 

at the time of the last version. The technical recommendations concerning application that we offer in order to facilitate buyers and those working 
with our products are non-binding and are neither grounds for legal contract relations, or for additional obligations resulting from the purchase 

contract. They do not dispense buyers from the necessity to verify products application according to the instructions for every specific use. We as 
manufacturers guarantee the quality of the product, but cannot influence the circumstances and methods of its use. Application of the product 

should be performed by qualified personnel. 
 

Risk and safety statements 

P 102 Keep out of reach of children 

Р 262 
Do not get in eyes, on skin or on 

clothing. 

P 271 
Use only outdoors or in a well ventilated 

area. 

Р 273 Avoid release to the environment  


